
LOW-BATTERY ALERT

PASSWORD TO UNLOCK

APPLICATION FINGERPRINT UNLOCK EMERGENCY SUPPLY

VOICE REMIND CARD TO UNLOCK

INTELLIGENT LEARNING OPEN DOOR RECORD

APP

 Program Parameters
Quiescent Current ≦50uA
Dynamic current ≦180mA
Number of administrators 9 Groups
Fingerprint 110 Groups
Fingerprint+password+card 300 Groups
Fingerprint Semi-conductor
Fingerprint contrast time ≦0.6s
Fingerprint recognition angle 360 degree
Rejection rate ≦0.1%
False rate ≦0.0001%
Induction time ≦0.1s

 Program Parameters
Power type 6V
Emergency power supply 5VDC
Operating temperature -25℃~60℃
Working relative humidity 20%~90%RH
Real language es
Keyboard 12 number
Password length 6-8 number
Virtual password 16 number
Low voltage alarm voltage 4.8±0.2V
Unlock time ≦1secord

Panel size : 240*60mm

Adapter door thickness : 40mm-120mm

Adapter category : Security door /wooden door /

  stainless card

Opening method : Fingerprint, password, 

  key and card

Fingerprint storage : 300 groups

Password storage : 300 groups

Lock body size : Standard lock body, 

  overlord lock body

Operating voltage : 6V 4pcs AAA battery

Emergency power supply : Usb interface

Spare spoon : Class C,2 pieces

Number of proximity cards : 2 sheets

Security function : Anti-lock function/      
  Anti-peep function/ Keyboard

FEATURES

Building Automation System
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